
PREMIUM Pneumatic glue pumps 

Maintenance-friendly 

Premium pumps 
with great temperature control accuracy and long service life

Industries:
Labelling

Beverage industry
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IP66

Container glue pump with heating

www.timmer.de/en/pumps/ 
Glue-pumps/
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PREMIUM-Pneumatic container glue pump with heating PTI-D3-H-Cont-400

Order no. Type Version Power Supply Housing

54005400 PTI-D3-H-Cont-400 With integrated heating Shock-proof plug IP66
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Container glue pump with heating

Technical drawing:
All dimensions in mm



142 Technical and visual modifications are reserved.

Container glue pump with heating

The Timmer container glue pump  
corresponds to the glue pump with 
heating, but is equipped with an extra 
long suction pipe for conveying glue

out of IBC containers.
The number of strokes to be set via the 
integrated stroke counter determines 
the quantity of glue to be conveyed.

When the set number of strokes is 
reached, the pump switches to stop.

Electrical Data - Container Glue Pump with Heating

Electrical connection 
(110 V - version on request)
Power consumption
Power supply lead (shock-proof 
plug) - others on request
Temperature control unit
Temperature range
Temperature setting
Housing
SPS interface

: 
 
: 
: 
 
: 
: 
: 
:
:

200 - 240 V, 50/60 Hz

approx. 950 W at max. heating output
2 m rubber-insulated cable

electronic
adjustable up to +50 °C
via display & keypad / Timmer App
IP66
optional

Programming Options

•  �Temperature display C°/ F
•  �Preselection media temperature
•  �Stroke counting display
•  �Stroke frequency
•  �NFC: data readout via 

android smartphone or tablet
•  �Display of maintenance intervals

Pump Connection

The connections refer to all pneumatic 
glue pumps with heating from Timmer.

Glue outlet

Electrical cable

Compressed air connec-
tion with plug-in nipple

Additional compressed 
air connection e.g. for 
maintenance unit

Glue inlet
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Container glue pump with heating

Pneumatic Data

Compressed air connection
Operating pressure
Compressed air consumption
Actuator

: 
: 
: 
:

plug-in nipple 7.2 NW
3 - 6 bar filtered compressed air
max. 170 l/min at max. output
5/2 way valve, electric

Fluids

The pump is suitable for conveying various fluids (media).
Material resistance has to be examined on a case-by-case basis.

We will be pleased to give you advice about the suitability in your 
specific application.

Technical Data

Drive
Drive principle
Suction height
Transmission
Output (with water)

Temperature of medium
Viscosity of pumped medium
Low pulsation

Connection - Suction side
Connection - Pressure side
Weight
Stroke speed

: 
: 
: 
: 
: 
 
: 
: 
:
 
: 
: 
:
:

pneumatic
self-priming
2 m of water column (20 °C)
3.8 to 1
max. 33 cm³ per double stroke 
(4 l/min. / 240 l/h at 2 Hz)
max. 50 °C – electronically adjustable
max. 100.000 mPas
medium conveying both during 
suction and pressure movement
suction pipe, 1000mm
hose nozzle, 19 mm
11.5 kg 
max. 2 Hz

Material

Housing cover 
Housing base
Housing of suction base
Valve balls, fluid
Riser pipe
Piston rod
Heating
Tie rods (2 pieces)
Nozzle (19 mm)
Handle
O-rings of suction- 
and pressure valves

: 
: 
: 
: 
: 
: 
: 
: 
: 
: 
:

ABS
POM
Stainless steel 
Stainless steel 
Stainless steel 
Stainless steel 
Stainless steel 
Stainless steel 
Stainless steel 
Stainless steel 
FKM


